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Statement

This manual content may be altered without permission, and Xiamen Hanin Electronic
Technology Co., Ltd. reserves the rights to make changes without notice in technology, spare
parts, hardware and software of the products. If more information is needed about the
products, please contact Xiamen Hanin Electronic Technology Co., Ltd. Without any written
permission from the company, any section of this manual is prohibited to be copied or

transferred in any form.

Copyright

This manual is printed in 2021, the copyright belongs to Xiamen Hanin Electronic Technology Co.
Ltd.

Printed in China.

Version 1.1

Warnings

A This must be complied with in order to avoid any damage to the human body and to

the equipment.

A This is showing the important information and tips for the printer operating.

& Note:

Due to continuous improvement of the products, the specifications, accessories and
procedures described in the manual are based on actual machines. And it may be changed

without prior notice
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Important Safety Instructions

€ Safety Warning

& The print head will become very hot during printing, please do not touch the

print-head and peripheral parts during printing and printing just finished.

@ Please do not touch the print-head and connectors, in case that static damages the

printer head.
€ Instructions

Carefully read the installation and operating instructions provided with the printer before
starting up your printer.
1) Place the printer on a flat and stable surface.
2) Leave enough space around printer for operation and maintenance.
3) Do not place the printer on or near a heat source.
4) Do not use the printer near water. Never spill liquid into the printer.
5) Do not expose the printer to high temperatures, direct sunlight or dust.
6) Protect the printer from shock, impact and vibration.
7) Be certain the power source is within the voltage rating and frequency listed for the
printer.
8) Switch off the printer power supply when won’t use it for a long time.
9) Do not place the power cord where it can be stepped on. If the power cord becomes
damaged or frayed, replace it immediately.
10) To ensure the print quality and reliability, you are suggested to use the recommended
paper or the same quality paper.
11) Please switch off the power supply when connect/disconnect all the ports or it will cause
damage to the printer control circuit.
12) Never carry out maintenance or repair work yourself. Always contact a qualified service
technician.

13) Keep this User Manual in a place which is easily accessible at all times.
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@ Other Precautions

The copyright for this user manual and various other manuals is property of our company. Any
copying or conversion into electronic form and saving of this material without the express
written permission is strictly prohibited. Use of the information contained in this manual is not
subject to any patent liability. This manual has been prepared with utmost care and attention to
detail but may contain certain errors and/or omissions. Our company is not legally liable for any
damages resulting from the use of the information in this manual. Our company and its
affiliates are not legally liable (United States excluded) for any damages, loss, costs, and/or
expenses that result from the breakdown, malfunction, and/or misuse of the product due to
violation or neglect of the operation and maintenance information and instructions provided by
our company, as well as from the unauthorized alteration, repair, and/or modification of the
product by the user and/or third party. We are not legally liable for any damages and/or issues

resulting from the use of options and/or parts that are not authentic or authorized products.

€ WEEE (Waste Electrical and Electric Equipment)

This mark shown on the product or its literature indicates that the corresponding
item should not be discarded at the end of its working life with other household
waste. To prevent possible harm to the environment or human health from
uncontrolled waste disposal, please separate marked items from other types of waste and
recycle them responsibly to promote the sustained reuse of material resources. Household
users should contact either the retailer where they purchased this product, or their local
government office for details of where and how they can conduct environmentally safe
recycling of such items. Commercial users should contact their suppliers and check the terms
and conditions of purchase contracts. This product should not be combined with other

commercial waste for disposal.

Caution: This is a Class A product. In a domestic environment this product may cause

radio interference in which the user may be required to take adequate measures.
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1.1 Introductions
TP585L is a thermal receipt printer, featured by high print quality, high print speed, high stability,
etc. It can be used in commercial POS system, food industry and occasions which need real-time

field print receipts.

TP585L can connect with other equipment through cash drawer, USB and Bluetooth(optional)
interfaces. And the printer drivers are available for the WINDOWS XP/7/8/10/Vista operating

system.

1.2 The Main Features
1) Low noise
2) High print speed
3) Easy paper loading
4) Easy using and maintenance
5) Cash drawer interface
6) Paper saving function
7) Compact and light

8) Bluetooth communication (optional)
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2 GETTING STARTED

2.1 Packing List

After receiving your printer, please check for possible shipping damage:

1) Check the outside of the box and the printer for possible damage.

2) Check whether you have received the following accessories together with the printer, if there

are any items missing, please contact your local dealer.

Power Cord

USB Cable Power Adapter
(0

\ \

Paper Roll Quick Start Guide
/,,.7.,

()

cD

A Notes:

1) The power cord varies by region.

2) The items in the package are actually dependent on the order.
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2.2 Appearance

= Front

Power/Feed Button

Buzzer—

Cover Open Lever

Tear Bar

Front Cover

m Back
USB Interface
Cash Drawer Interface
Power Supply Interface
= Inside

Power/Feed Button Function

® Long press the power button about 3s to turn on/off the printer.

e When the printer is on, short press the feed button once to feed one line of paper.

e When the printer is off, long press the power button about 3s to turn on the printer and hold
it until about 6s to print self-test page.

e When the printer is off, open the front cover, long press the power button to turn on the

printer and hold it for another 6s to enter into debug mode.

10
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3 SPECIFICATIONS

3.1 Printer Specification

Item

Parameter

Printing Method

Direct thermal line printing

Resolution 203 dpi, 8 dots/mm
Printing Printing Width 48mm
Parameter Printing Speed Max. 100mm/s
Printing Density Adjustable from degree 1 to degree 4 (default degree 2)
Printing Direction Vertical and horizontal
Default USB-B, cash drawer 24V
Interface
Optional Serial Interface, Dual-mode Bluetooth (3.0/4.0)
Page mode No
RAM 256 KB
Memory
Flash 4 MB
Font Font A: 12*24 Font B: 9%17 CHN: 24*24, 16x16
User defined Support
PC437(std.Europe), Katakana, PC850(Multilingual),
PC860(Portuguese), PC863(Canadian), PC865(Nordic),
PC857(Turkish), PC737(Greek), PC866(Cyrillic #2), PC852(Latin 2),
PC858(Euro), KU42(Thai), TIS11(Thai), TIS18(Thai), PC720(Arabic),
WPC775(Baltic Rim), PC855(Cyrillic), PC862(Hebrew), PC864(Arabic),
Character set ISO8859-2(Latin2), ISO8859-15(Latin9), WPC1250(Latin 2),
WPC1251(Cyrillic), WPC1252,
Code page .
1ISO08859-7(Greek),WPC1253(Greek), WPC1254(Turkish),
WPC1255(Hebrew), WPC1256(Arabic), WPC1257(Baltic Rim),
WPC1258(Vietnamese), MIK(Cyrillic), PC755(Latin 2), Iran, Iran I,
Latvian, 1ISO-8859-1(WestEur), ISO-8859-3(Latin 3),
ISO-8859-4(Baltic), 1S0-8859-5(Cyrillic), ISO-8859-6(Arabic),
ISO-8859-8(Hebrew), 1ISO-8859-9(Turkish), PC856,
PC3848(ABICOMP), MONGOLIAN, VISCII
Graphics Support bitmap printing with different density and user defined
P bitmap printing (Max.40K for per bitmap, and Max. 508K for total)
UPC-A, UPC-E, EAN8, EAN13, CODE39, ITF, CODEBAR, CODE128,
1D
Barcode CODE93
2D QR code
Detection Sensor Paper end, cover open, over-temperature, over-voltage
Input AC100V-240V, 50-60HZ
Power supply
Output DC 12V, 2A
LED Indicator | One LED light Green/blue/red

(The color of LED light depends on different status of printer)

11
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Item

Parameter

Paper Loading

Front loading, Easy loading

Paper Type Standard thermal paper
Paper Paper Width 57.5+£0.5mm
Paper Thickness 0.05 ~0.08mm
Paper Roll Diameter | 60mm Max.
Operating 0~40°C/20~85%RH
Condition
Storage -20~60°C /5~90%RH
Reliability TPH Life 100 KM
Emulation ESC/POS
Dimensions 110mm*105mm*114mm (W*D*H)
Packing Weight 500g
Information . Power adaptor, power cord, Quick Start Guide, USB cable, paper roll,
Accessories D
Driver Windows2000/XP/Vista/Win7/Win8/Win10/POSReady/Linux
Software CUPS/OPOS/JavaPOS
SDK WinCE,Win Mobile,Android,iOS

12
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3.2 Printing Media Specification

3.2.1 Continuous Thermal Paper Specification
Paper Type : Standard thermal paper

Paper Width :57.5+0.5mm

Paper Outer Diameter : Max. 60 mm

Paper Thickness :0.05~0.08mm

Recommended paper:

Paper Type Manufacturer

FD210, PD150R, PD160R OJI Paper CO.,

3.2.2 Notices

& Notes:

» Please use the recommended thermal paper or same quality paper, otherwise it will
influence the printing quality and decrease the thermal printer head life.

» Do not stick the paper on the paper roll mandrill.

» If the thermal paper is polluted by chemical or oil, the thermal paper heat sensibility
decreases, which will influence the printing quality.

» Do not use finger nail or hard articles to touch the surface of thermal paper,
otherwise it will cause color fading.

» When the environment temperature is higher than 70°C, the thermal paper color will

fade, so pay attention to the influence of temperature, humidity and sunlight.

13
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3.3 Printing and Tearing Position

3.3.1 Printing position

57.520.5mm Print Paper

Paper width57.5+0.5mm

Print area width 48mm

i

3.3.2 Tearing Position

Paper
feeding
position

[}

Y

qmr

Tearing position
;_

Type
TP585L

L First line

N\
________________ .

o
N

Paper

14

Printing position

Tearing Position(L1)

11.6mm
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4 INSTALLATION AND USAGE
4.1 Media Loading

Caution, sharp edges
To indicate that the marked item contains sharp edges and should not be

touched without taking care.

1) Pull the cover open lever to open the front cover.

2)

3)

15
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4) Tear the extra paper.

A Note: make sure the roll is entangled, otherwise it may cause paper jam or other

failures.

16
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4.2 Power Connection

1) Make sure the printer power is turned off.
2) Connect power adapter to printer
3) Connect power adapter to power cord.

4) Plug the other side of power cord into the socket outlet.

Power Adapter

Power Cord

A Notes:

1) Please only use the power adapter recommended by supplier or equivalent products.

2) When disconnecting the power adapter plug, handhold plug connector housing, to avoid
the pulling on the cable in force.

3) Avoid dragging the power adapter cable, otherwise it will damage the cables, causing fire
and shock.

4) Avoid putting power adapter around a heating device, otherwise the cable may melt,
causing fire and shock.

5) If you do not use the printer in a long time, disconnect the power supply of printer power

adapter.

17



HPRT TP585L User Manual

4.3 Cash Drawer Connection

1) Make sure the printer's power switch is turned off.

2) Connect the cash drawer cable into the cash drawer interface on the rear side of the printer.

ZAN

Cash drawer interface can only be connected to a voltage of 24V cash drawer device (can’t

Warning:

connect to the phone line, etc.)

4.4 LED Indicator and Buzzer

Function specification of indicated light and buzzer

LED Indicator Status Printer Status
Red On Paper end
Red Flash Error (cutter jam, over-temperature etc.)
Blue On Busy
Green On On stand-by
Printer Status LED Indicator Status Buzzer Status
Cover open Red Flash "Beep, Beep-, Beep"
Paper sufficient Green On
Paper end Red On "Beep, Beep, Beep"
over-te-lr-:lp;lerature Red Flash "Beep, Beep, Beep"

A Notes:

The printer uses a thermistor to detect the temperature of the print head. If the temperature
of print head is higher than 65° C, printer will send a warning. If the temperature of print head

is higher than 80° C, printer will stop working until the temperature is lower than 60° C.

18
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4.5 Print Test

4.5.1 Print Self-Test

The self-test checks the printer’s current settings, status and whether the printer has any
problem.

1) Make sure the power is connected and paper is loaded properly.

2) Make sure the printer is off and top cover closes properly.

3) Press the power button 3s to turn on the printer and hold it down until 6s to print self-test

page.

4.5.2 Printing of Windows Driver Program
1) Install the Windows Driver program. (Please refer to Chapter 9)
2) Please set the "Interface" as the type you use.

3) Use the Windows Driver Program to print out the "Print Test Page".

19
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5 INTERFACES

TP585L supports cash drawer interface, USB interface and Bluetooth Interface (optional).

5.1 USB
PIN SIGNAL NAME
1 VBUS
2 D-
Figure 5-1
3 D+
4 GND

5.2 Cash Drawer Interface

“ J| PIN SIGNAL NAME
| | ! |
6 1 1 FG
Figure 5-2 2 Drawer 1
3 DRSW
4 VDR
5 Drawer 2
6 GND

Electrical characteristics
¢ Driving voltage: DC 24V
e Driving current: Maximum 0.8 A ( In 510 ms)

Detection signal for drawer status: "L"=0~0.5V "H"=3~5V

20
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5.3 Bluetooth

Default name: BT Printer-XXXX
Default password:1234

For Bluetooth Setting details, please scan the QR code below:
-,
FE

- AT
POS Printer BT Connection Manual

A Note: The Bluetooth setting is only valid for the devices with Bluetooth functionality.

21
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6 TROUBLESHOOTING

Your printer is very reliable, but occasionally problems may occur. This chapter provides
information on some common problems you may encounter and how to solve them. If you

encounter problems that you can not resolve, contact your dealer for assistance.

6.1 Printer Not Working

Problem Description Probable Reason Solution

Printer has no power Connect printer to power supply

LED indicator is off, printer is not Printer is not on Turn on the printer

working
Circuit board is broken | Contact with the dealer

6.2 LED Indicator and Beeper Alarm

Problem Description Probable Reason Solution
LED indicator is red and flashing, Printer cover open Close the printer cover
buzzer alarms
LED indicator is always on with red Paper end Reload the paper roll

colour and beeper alarms

Thermal print head is | Turn the printer off and resume

. over-heated when it cools
Printer does not work and beeper
alarms Over-voltage Print with specified voltage
Low-voltage Print with specified voltage

6.3 Troubles Occur During Printing

Problem Description Probable Reason Solution
Incorrect paper roll loading Check if the paper roll is loaded
Unqualified paper roll Use recommended thermal paper roll

Blurred printing or spot [— - -
Dirty thermal head or print roller | Clean the thermal head or print roller

Low print density Increase the print density level

Paper is not feeding Open the printer cover, check the paper

Paper jam
normally per] path and remove jammed paper

Vertical print words are | Dirty thermal head or print roller | Clean the thermal head or print roller

missing Thermal head is damaged Contact with your dealer for assistance

A Note: about the density setting, please refer to Chapter 8.

22
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7 PRINTER CLEANING AND MAINTENANCE

Print quality might be degraded by dust, foreign substance, adhesive substance, or other
pollution materials stuck in the printer head or inside the printer.

When dirty, clean the print head as follows:

¢ CAUTION
« Make sure to turn off the printer prior to cleaning.
« As the print head gets hot during printing, turn the printer off and wait approximately 2~3
minutes before starting to clean.
« When cleaning the print head, take care not to touch the heated portion of the print head.
Print Head is susceptible to damage from static electricity, etc.
« Take care not to allow the print head become scratched and/or damaged in any way.
7.1 Cleaning Head
1) Open the Printer Cover and then use a cotton stick with medical alcohol to clean the print
head in the direction from the center of the head to the edges.
2) After cleaning the print head, do not use the printer until the alcohol used for cleaning
evaporates completely (1~2 min.) and the printer is completely dry.
7.2 Cleaning Sensors, Roller and/or Paper Path
1) Open the printer cover and remove the paper.
2) Remove any dust or foreign substance using dry cloth or cotton swab.
3) Soak the cloth or cotton swab in alcohol for medical use and use it to remove adhesive
foreign substances or other pollution materials.
4) After cleaning the parts, do not use the printer until the alcohol evaporates completely (1~2
min.) and the printer is completely dry.

> Clean the parts whenever print quality or paper detection degraded.

23
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8 UTILITY TOOL FOR POS INSTRUCTION

Utility Tool is applicable to the following operating system:

e Microsoft Windows 10 (32 bit/64 bit)

e  Microsoft Windows 8 (32 bit/64 bit)

e Microsoft Windows 7 SP1 (32 bit/64 bit)

e Microsoft Windows Vista SP2 (32 bit/64 bit)

e Microsoft Windows XP Professional SP3 (32 bit)
e Microsoft Windows Server 2012(64 bit)

e  Microsoft Windows Server 2008 R2

24
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8.1 Utility Tool Installation

The following screens take Win 7 for example.
1) Open the installation package.

2) Choose “English” and click “OK”.

Select the language to use during the
installation:

|English

Welcome to the
HPRTUtilityForPOSSetup Setup
Wizard

This will install HFRTUtlityForPOS5etup V1. 2.3.31 on your
computer.

It is recommended that you dose all other applications before
continuing.

Click Mext to continue, or Cancel to exit Setup.

Mext = ]| Cancel

25
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4) Click “Next”.

Select Destination Location
Where should HPRTUlityForPOS55etup be installed?

J Setup will install HPRTUlityForPO5SSetup into the following folder,

To continue, dick Mext. If vou would like to select a different folder, dick Browse.

Browse. ..

At least 124, 7 MB of free disk space is required.

5) Select start menu folder. Click “Next”.

Select Start Menu Folder
Where should Setup place the program's shortouts?

E i Setup will create the program's shortouts in the following Start Menu folder,

To continue, dick Mext. If you would like to select a different folder, dick Browse.

Browse...

< Back ][ Mext = ][ Cancel

26
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6) Click “Install”.

Ready to Install
Setup is now ready to beqin instaling HPRTUtlityForPOSS5etup on your
computer.

Click Install to continue with the installation, or dick Back if you want to review or
change any settings.

Destination location: -
C:\Program Files (x86)\HPRTUtlityForPOS

Start Menu folder:
‘ HPRTUtlityForPOS

< Back ” Install || Cancel

7) Click “Finish”. Utility is installed successfully.

Completing the
HPRTUtilityForPOSSetup Setup
Wizard

Setup has finished installing HPRTUtlityForPOSSetup on your
computer. The application may be launched by selecting the
installed icons.

Click Finish to exit Setup.

[¥] Launch HPRTUtlityForPOS

Finish

27
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8.2 Using Utility Tool

AN

according to the tips. Take TP585L (Windows 7) for example.

Warning: In different operating system, screen has a slight difference. Please operate it

8.2.1 Add/Modify/Delete/Connect Printer
8.2.1.1 Add printer

1) Click "Add Printer”.

Select Language  Help
Printer List:

TP585 | WSB | TPSES | Add Printer

L Maodify Printer

Connection Test

‘ Printer Test .. ‘ Command Test

Download Image In
Compatibie Mode

‘ Manage images

Download Fonts

Parameter Setting ‘ Advanced Settings ...

FW Update Close

28
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2) Choose the appropriate printer type and port. Then click “OK”. (Take TP585L for example.)
Add Printer =)

Printer driver: P585L -

PortInfo

Pottype:  |USB -

Automatic identification port.

Notes:

Lo [ ]

8.2.1.2 Modify printer

1) Choose the printer you want to modify in the list. Click “Modify Printer”.

Select Language  Help

Printer List:
TP585 | USB | TP585 |

Add Print
TPSBSL | USB | TPSASL | ]

1 Modify Printer

Delete Printer

Connection Test

i

‘ Printer Test ... ‘ ‘ Command Test ‘

‘ Manage Images ‘

£ Page Settng ‘ Download Fonts

‘ Parameter Setting ‘ ‘ Advanced Settings ...

FW Update Close

29
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2) Choose the new printer and new port. Then click “OK”.

5 T — P B
Select Port ﬁ
Prirter driver: TP585L -

PortInfo

Fort type: USB -

Automatic ider TCF /1P
ComMm
LPT

Motes:
‘ QK ‘ ‘ Cancel ‘
[ .J

3) The new printer is added successfully.

30
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8.2.1.3 Delete printer

1) Choose the printer you want to delete in the list and click “Delete Printer”.

Select Language  Help

Printer List:

TPS85 | USB | TP5ES | &dd Printer

TP585L | USB | TP585L |

| Madify Printer

I Delete Printer

Connection Test

‘ Printer Test .. ‘ Command Test

Download Image In
Compatible Mode

‘ Manage Images

Download Fonts

Parameter Setting ‘ Advanced Settings ...

FW Update Close

2) Click “Yes”, then the printer is deleted.

r B

:I Are you sure to delete it?

Ves ]I | No
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8.2.1.4 Connection Test

1) Choose the printer. Click “Connection Test”.

Select Language  Help

Printer List:

TP58SL | USB | TPSESL | ‘ At Bt ‘

[ Modify Printer

Connection Test

‘ Printer Test .. ‘ ‘ Command Test

‘ Manage images ‘

‘ Downiload Fonts

Parameter Setting ‘ ‘ Advanced Setings ...

FW Update Close
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2) If the connection is successful, it will appear the following window. If the connection is

unsuccessful, please connect the printer with computer.

Connect success!

—

A Notes:

1) Make sure printer is connected with computer and power on.
2) Make sure printer is loaded with paper.

3) Before using the following function, carry out the “Connection Test” first.
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8.2.2 Functions

The utility function contains the following items:

Printer Test
Command Test
Manage Images
Download Fonts
Parameter Setting

Advanced Settings
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8.2.2.1 Printer Test
1) Self Test

Click “Self Test” to see if the printer will print properly.

r Printer Test I,ﬂh,l ‘
Open Cash Drawer Self Test
Prirt Tead Test 20 Code Test
Prirter Status

2) Print Test Text
Click "Print Test Text", input the text you want to print. When you click "Print", the printer starts

printing text content. Such as: Print Text Test.

Print Test Text

Please enter the text you need to print: {Length < S000)
Printer Text Test

[ Select Language
Language:

I Printer ‘ [ Close |

A Note:

The language option in the lower right corner is checked according to the input text. (For
example: The input is Simplified Chinese, the language is checked for Simplified Chinese,
the printer prints the input text according to the setting options, and if you check other

languages, the printer does not print the text)
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3) 2D Code Test

QR Code

' 2D Code Test e

A Model: 1~2

GQRCode 1 =
i 3] .

Madulrizy, : U A Module size: 1716

Ermar comection level: L 7% -
The larger the module value, the
larger the printed QR code is, and the
smaller the opposite.

A Error correction level: 7%~30%

Data: - m . .

The higher the error correction level,

the more intensive the module

graphics.
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8.2.2.2 Command Test

In the command test, you can send command to the printer. Input text or hexadecimal data.

Select a file or enter a command in the input box.

1) Click “Send by Text”, input text content.

Load Filefr) | ZFend Option

@ Send By Text

) Send By Hex

[7] Sending Recyele

Send Interwal 3000 >100ms=

[7] Send And Receiwe Data
Reciwve Data Length: 256

f__l Clear After Sending

Receiwve Data:

Clear (CL)

Clase ()
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A Sending Recycle:

When the interval is set to 3000ms (you can set the interval as needed), then click “Send”, the

printer starts to recycle printing. Click “Stop” to stop the recycle printing.

Send Option
@ Send By Text
Send By Hex
_ | Sending Recyele
Send Interwal 3000 #100m=

|_ Send And Beceiwe Data
Beciwe Data Length: 256

.__| Clear After Sending

| Send (5] ‘

‘ Clear [CL) |

‘ Close () ‘
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2) Click “Send by Hex”, input the content. (Convert text to HEX or send ESC command)

T —
Printer Test — - - -

Load File (L) Send Option

) Send By Text

@ Send By Hex
D Sending Recyele
Send Interwal 3000 >100ms

|?_| Send And Raceiwe Data
Reciwe Data Length: 256

|:| Clear After Sending

‘ Send (3] ‘

Receiwve Data:

& ‘ Clear [CL) ‘

CloselC)
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8.2.2.3 Manage Images

: :

g Y M

Image List:

IF‘rirrt Alignment v]

Download{D)...

Prirt(P)

Delete Image(E)

Delete Al Images

1) Click "Download" to add the image, if you want to print the picture, set the print location
before clicking "Download mode of G" to print the picture. (It is recommended to use a picture

in BMP format)

Download image

Select File(F): [ adm ||| peeter |
Print preview
Note:lUse the file order NO. of the imBge &8s A buili—in printer image number. Image space <« (OIB
?} Download mode of G [¥] Prirt image after download is completed Print Alignmerit -
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2) Select the print location, center, left, and right. (Such as, left print).
g—; Download mode of G Print image after download is completed [Lﬁ“t .v]
- Print Niinment
Centre
Right

Download image
Select File(F):

Add(A) Delete{D)

C:\Users\1993\Desktop\01. bmp

Print preview

Note:Use the

file order MO

MJ. of the image 25 3 3 ﬂ

Calcel(C) Print image &

-4

Download success [an bt 2

Success!

A Note: Total memory 556K, each bitmap should be below 40K.
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3) Delete Image.

A Note: Each time click "Download mode of G", an image list number will be generated.

K ; Bl
Manage your images ﬁ

Image List:

00 |Print Aligrment |

Download{D)...

Prirt (P}

Delete Image(E)

Delete All Images

Refresh{R)

Click the image list, select "Delete selected image" will delete the image, click "Delete all

Images", without clicking the list option to delete all the images in the list.
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8.2.2.4 Download Fonts

Select the font from the existing file and click "Download".

Download Font To Printer r— -

Download Font

Select Forts:

Download(D)

A Note: After downloading the font successfully, you need to restart the printer to take

effect.
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8.2.2.5 Parameter Setting
1) Click “Parameter Setting” to set “COM Config” (Only support the printers configured with

serial interface), “Language And Charset Config”, “Buzzer”, “Save Paper” and “Other Config”.

Print Setting - - - - LX
parameter settings |parameter settings|

I COM Config I I @ Enable Buzzer I

EBaud Rate: lgE.l:lD v‘ Buzrzer Volume: [Sta.ndard -
Data Bits:
e e [8 v] Beeping After Cutting
Stop Bits: [1 v] B -
leeping t I ]
Parity Check: | HONE -
Beeping t1 1 1) (100ms
Flow Controel: [RTS_CTS VI
...... T = tertra 1 % 00
I Language And Charset Ennfﬂ
Codepage: Default - | Other Confie |
Print Density:
International Character: [U_S_A_ v‘ RS R [3 ']
FPaper Width: S8mm [354dot
Language Model: [Chinesej’.]'apanesefKorean v] T [ mm at) vl
huto Li Feed: i
Chinese Mode: [Traditinnal Chinese v] el [Dlsable vl
Arabiec Transform: TS cMade. [203 v]
Vietnamese Transform: USE Fortollades [USB v]
Communication Fort: com

Enable Cut Paper

Enable Disable

¥iew note i1nformation |

Cut paper when power on
Enable Dizable
‘ Set ‘ ‘ Close ‘
| parameter settings | parameter settings
I Save paper I L[ﬁ-"wﬂblﬂ v_]

Enable
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€ COM Config

Click the items to set “Baud Rate”, “Data Bits”, “Stop Bits”, “Parity Check”, and “Flow Control”.

* Baud Rate
COM Config
Baud Rate: L% |
Data Bits: m
=il P
38400
Parity Check: 57600
115200
Flow Control: |RTS_CTS -
e Data Bits
COM Config
Baud Rate: [m "]
Data Bits: ‘é w'
Stop Bits: 7 t
Parity Check: | NONE v
Flow Control: |RTS_CTS -|
e Stop Bits
COM Corfig
Baud Rate: [%[H] v]
Data Bits: [3 v]
Stop Bits: L]i ".]
Party Check:
T4
Flow Control: i
e Parity Check
COM Config
Baud Rate: [BEDD v]
Data Bits: [8 v]
Stop Bits: [1 v]
Parity Chech: ‘ﬁ%gé Yi
Flow Contral: EVEN I
oDD
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¢ Flow Control

COM Corfig

Baud Rate: | 9600 -
Data Bits: 8 -
Stop Bits: 1 -
Parity Check: | NONE -
Flow Control: RT5.CTS -

HTS CT5
Language And Charset Config  #OM_XOFF ’

A Notes:

1) “COM Config” setting only supports the printers configured with serial port.
2) The value of the serial port parameter can be obtained according to the value of the

Self-test page information.

€ Language And Charset Config

Click the items to set “Codepage”, “International Character”, “Language Mode”, “Chinese

Mode”, “Arabic Transform” and “Viethnamese transform”.

e Codepage
Language And Charset Corfig
Codepage: Default -
Intemational Character: PCA437(SA:Standard Furope) —
Katakana [
Language Mode: PCARMMultiingual)
PCE60Fortuguese)
Chinese Mode: PCE63Canadian-French)
PCBESMNordic)
Arabic Transfom: PCa57(Turkish)
PCT737(Greek)
d |S03859-7(Greek) A
Vietnamese Transform: WP 1252 =
= PCB66(Cyrillic #2)
[¥] Enable Cut Paper PCE52{Latin 2)
PCE58(Euro)
Cut paper after the coveris ol K42
TI511{Thai)
() Enable TIS18(Thai)
Cut paper when power on fﬁ?ﬁg?ﬂ?ﬁ
= PCBSRCyrillic) [
- Enable PCB62(Hebrew)
PCE64{Amabic)
|SO8859-2(Latin2)
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¢ International Character

Language And Charset Config

Codepage: [ Default b ]

Intemational Character: ‘ U5 % : - li

Language Mode: s
Gemarmy
Chinese Mode: 1K
Denmark I
Arabic Transform: Sweden
ftahy
Vietnamese Transform: Spain I
Japan
MNorway
[¥] Enable Cut Paper Denmark II
Spain II
Cut paper after the cover is cl Latln
Korea
i Slovenia/Croatia
Cut paper when power on China

e Language Mode ( The default mode is “Chinese/Japanese/Korean”)

Language And Charset Corfig
Codepage: [Dafaurt - ]
Irtemational Character: [U.S.Fn.. ']

Language Mode:

Chinesge Mode: Mutti Ianguage

Arabic Transfom: [Djsable v]

Vietnamese Transfom: [Enable deformation utf-8 input *]
* Chinese Mode

Language And Charset Corfig

Codepage: [ Defautt - ]

Intemational Character: [ U.S.A x ]

Language Mode: [D1inese.r’.]apanese:’|{nrean "]

Chinese Mode: [Tmch‘.mua Chinese "J

Arabic Transform:

Simplified Chinese ’
Traditional Chinese
Vietnamese Transform: [EﬁaE & deformation utf-Sinput. +
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€ Buzzer
Buzzer Volume: Very Low/Low/Standard/loud

[¥] Enable Buzzer

Buzzer Volume: [Standam Y]
Very Low
[ Beeping After Cuttin i l
: e , [
R I!.oud

m

& Other Config

Click the items to set “Print Density”, Paper Width”, “Auto Line Feed”, “DPl Mode”, and “USB
Port Mode”
e Print Density (default “level 2”)

The print density value varies according to the paper material and it can be adjusted to suit

your needs.
Cther Corfig
Prirt Density: [2_ v]
1
Paper Width 2
3
Auto Line Feed: 4
DPI Mode: 203 ~|
USB Port Mode: |USB -
® Paper Width Setting
Cther Canfig
Prirnt Density: [2 v]
Paper Width: [mm;:-'.mdm]. = ]
B8mm{360dat
Auto Line Feed: % .m A o
58mm({416dat)
DP1 Maode: S0mm{512dot)
&0mm{5 76dat)
IUSB Port Mode: [USE v]

A Note: Select the paper width above according to the paper print width.
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¢ Auto Line Feed

Cther Corfig

Prirt Density:
Paper Width:
Auto Line Feed:
DFl Mode:

USE Port Mode:

e DP| Mode (Default “203DPI”)

e USB Port Mode

Cither Corfig
Prirt Density:
Paper Width:
Auto Line Feed:

DPl Mode:

ISE Port Maode:

Cther Canfig
Print Density:

Paper Width:

Auto Line Feed:

0Pl Maode:

USE Port Maode:
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e Check the Virtual Serial Port

@ Right-click the computer and select “Manage”.

@ Click "Device Manager" to view the virtual port. (such as: COM?2).

e S

Open

Manage

Map network drive...
Disconnect network drive...

Create shortcut
Delete

Rename

Properties 5

a '[fj Systermn Tools
[ @ Task Scheduler
- 2] Event Viewer
I+ ga| Shared Folders
i+ el Local Users and Groups
¢ (R Performance
=4 Device Manager
4“3 Storage
=7 Disk Managernent
» D Services and Applications

> E Batteries

b a Bluetooth Radios

» .78 Computer

: Disk drives

Display adapters
DVD/CD-ROM drives
Floppy disk drives

Floppy drive controllers
Hurman Interface Devices
IDE ATAJATAPI contrallers
Keyboards

Memory devices

Mice and other peinting devices
Monitors

MNetwork adapters

Other devices

Ports (COM & LPTI

G BC 1 D & kbl

ﬁ Prolific USB-to-Serial Comm Port (COM2)

f§ WCH PCI Express-PARALLEL (LPT3)
. LT Printer Port (LPT1)

b m Processors

",--§| Sound, video and game controllers

I ’C‘ Storage controllers
- Systern devices

I - @ Universal Serial Bus controllers
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@ Return to the printer utility and click "Modify Printer".

=P Lt by == || T
Select Language  Help
Printer List:
TPSRSL | USE | TPSRSL | Add Printer

| Modify Printer

Connection Test

I |

‘ Printer Test ... ‘ ‘ Command Test ‘

‘ Manage Images ‘ <o : s

g ‘ Download Fonts

‘ Parameter Seming ‘ ‘ Advanced Settings ...

FW Update Close
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@ Change the port to "COM2".

Portirfo
Pottype:  |COM -
System Fot:  [COM2 x|
it E
Partty: MNeme o~
Stop Bits: |1 -
Notes:
Portinfo
Pottype:  |COM -
System Port: | coM2 -|
Baudrate: (19200 -|
Parity: | None v
Stop Bits: |1 -
Notes:
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2 ) After finishing setting all the above parameters, click "Set", the printer would restart

automatically, then the setting would take effect.

parameter seftings | parameter settings

COM Corfig [¥#] Enable Buzzer

Baud Rate: [ 115200 Buzzer Volume: Standard

Data Bits: [B

Beeping After Cutting

Stop Bits: [ 1

Parity Check: | NONE

Flow Cortrol: \RTS_CTS

Language And Charset Config

Codepage: [ Defaukt Cther Corfig

Intemational Chard Print Density: [2

Paper Width: | 58mm(384dot)

Auto Line Feed: [ Disable

Restore success! [s restarting

Arabic Transfarm: DPI Mode: lzﬂg

Vietnamese Transti

Communication Port: Bluetooth

Enable Cut Pap

View note information

Enable Disable

Enable Dizable
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8.2.2.7 Advanced Setting
Advanced Settings contain following items. Click the button and printer will execute the

appropriate action. The change will take into effect after restarting the printer.

Advanced Settings [-s-:h,l

Reduction Paper Setting Bluetooth Setting

Length Of Print

@ Reduction Paper Setting

Choose the item and click “Setting”.

Reduction Print Setting [&J

Reduction Cf Excessive Top Margin: [OH - |
Reduction Of Excessive Bottom Margin: [Oﬁ v]
Reduction Verical Spacing: [Nnne - |
Reduction Line Feeds: [Nune v]
Reduction Height Of Barcode: [None - |

‘ Setting ‘ Close ‘

(1) Reduction Of Excessive Top Margin:

When the printer is in the "off" state, the blank part at the top of the printed paper is larger
than the blank part at the top of the paper printed in the "on" state.

(2) Reduction Of Excessive Bottom Margin:
When the printer is in the "off" state, the blank part of the bottom of the printed paper is
larger than the blank part of the bottom of the paper printed in the "on" state.

(3) Reduction Vertical Spacing: 25%~75%
The bigger the reduction vertical spacing, the narrower the interval between two lines of

characters.
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(4) Reduction Line Feeds: 25%~75%
The higher the reduction line feeds, the narrower the interval between two lines of
characters.

(5) Reduction Height of Barcode: 25%~75%

The bigger the reduction height of barcode, the smaller the height of the barcode.

€ Bluetooth Setting

User can type a new Bluetooth name and password in the following window, click "set", and

restart the printer to take effect of the setting.

Set Bluetooth S

Bluetooth Parameter
Bluetooth Mame: BT Printer (=10 ASCIl Chars)

Passward: 1234 (4 Numeral)

[¥] Simple Pairng

‘ Set | | Close |

‘ Restore Factony Setting ‘

A Notes:

1) This setting is only effective for the printers with Bluetooth function.
2) When the "simple pairing" is checked, the printer does not need to enter the Bluetooth
password to connect, when the "simple pairing" is not checked, the printer needs to enter a

Bluetooth password to connect.
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@ Length of Print

-

Length Of Print:64.27(m)

——

L= F

Click “Length of Print” to obtain the length of the paper that the printer has printed.
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8.3 Firmware Update

1) Click “FW Update”.

2 Uti / b | |L
Select Language  Help
Printer List:
TP585L | USB | TPSBSL | | Add Printer ‘
| ‘ Muodify Printer ‘

‘ Connection Test |

‘ Printer Test .. ‘ ‘ Command Test ‘

m

‘ Manage Images ‘

Page Setiing ‘ Download Fonts

Parameter Setting ‘ [ Advanced Settings ..

FW Update Close
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2) Select the dfu file.

Update File
Select File:

Update{l1)

3) When the “Device” appears “Printer”, click “Update”.

Update File
Select File:

C:AUsers‘wangywdang® Desktop  TP585L_V1.00.05 bin

Update{D}

4) Update success.

)

Download success!Must restart the printer!

5) Restart the printer to take the update into effect.
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9 WINDOWS DRIVER
9.1 Information

This Windows Driver Installation Instruction provides information on installation, detailed
specifications, and usage of the printer’s Windows Driver according to PC operating system
(OS).

We maintain ongoing efforts to enhance and upgrade the functions and quality of all our
products. As follows, product specifications and/or user manual content may be changed

without prior notice.

9.2 Operating System (OS) Environment
The following operating systems are supported for usage.

e Microsoft Windows 10 (32 bit/64 bit)

e Microsoft Windows 8 (32 bit/64 bit)

e Microsoft Windows 7 SP1 (32 bit/64 bit)

e Microsoft Windows Vista SP2 (32 bit/64 bit)

e Microsoft Windows XP Professional SP3 (32 bit)
e Microsoft Windows Server 2012(64 bit)

e  Microsoft Windows Server 2008 R2

9.3 Windows Driver Preparation

The installation file name is HPRT POS Printer Driver-v-X.X.X.X.exe
eg. : HPRT POS Printer Driver-v-2.7.1.8.exe
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9.4 Windows Driver Installation

Under different operating system, the screen has slight difference. Please operate it according

Warning:

to the tips. Take TP585L (Windows 7) as example.

1) Double click Windows Driver, and choose language.

Select the language to use during the
installation:

| English

License Agreement
Flease read the following important information before continuing.

Please read the following License Agreement. You must accept the terms of this
agreement before continuing with the installation.

CAREFULLY READ THE FOLLOWING LEGAL AGREEMENT. THE SOFTWARE
PROVIDED WITH THIS AGREEMENT {THE "SOFTWARE™) IS LICENSED AND ITS
IISE IS SUBJECT TO THE TERMS AND COMDITIONS BELOW. IF YOU DO NOT
AGREE TO THE TERMS OF THIS AGREEMENT, PROMPTLY DESTROY THE
SOFTWARE AND DOCUMENTATION.

1. LICEMSE GRANT

This software is only to be used with the equipment for which it has be made.
HPRT grants to you a non-exdusive, non-transferable right to use the
SOFTVWARE on the computer(s) that will print to the thermal printer{s). This

(@) I accept the agreement

(1 I do not accept the agreement

Mext = ] [ Cancel
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4) Click "Next".

Select operation of install
Please select the operation as you need,

@ Install printer driver
Please connect your printer to the PC and turn it on,
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5) Choose the matched type and port (USBxxx is for USB port, COMx is for serial port, LPTx is

for parallel port). Choose the type and port of driver, such as "TP585L", "COM1". Click "Next".

Select the port of printer driver
Select the default installation port name of printer driver.

o
172.20.10.9 Printer Model: TP535L * | || Default Printer
Cloud TCP/IF Port
SHRFAX: Pre-install Driver Name:

COM1: TP535L
COM2:
COM3:
COM4:
FILE:
LPT1:
LPT2: Data Bits:
LPT3:
¥PSPort:

Baud Rate: 9500

Flow Control: MOME

Add TCP/IP Port |

[ = Back H Mext = ] [ Cancel

A Note: If printer is already connected with computer by USB port, it only needs to click

"Install", then it will be installed automatically. Otherwise, proceed to the next step.
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6) Click "Finish". POS printer driver is installed successfully.

Completing the HPRT POS Printer
Driver Setup Wizard

Setup has finished installing HPRT POS Printer Driver on your
computer.

Click Finish to exit Setup,

TP585L

A Note: If you already installed the driver (No matter what kind of port), when you

connect the printer with computer, it will create a USB port automatically.
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9.5 Detailed Windows Driver Setting
9.5.1 Printing Preferences

1) Click "Start"->"Devices and Printers". Right click "TP585L" and choose "Printing preferences".

See what's printing
—q v Set as default printer

':% I Printing preferences |

TP

Printer properties
Create shortcut

Troubleshoot

Remove device

tus: 0 do Properties
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2) According to the different needs, choose "Paper"\"Offset"\"Rotate"\"Effect"\"Copies" in
"Page".

=, TPSB5L Printing Preferences S|

Page | Watermark I Halftone I Printer Setting | Barcode | Abuut|

Paper
Paper Mame: [Custom{qﬂ.ﬂmm*ﬂ?.ﬂmmj V]
Manager
Offeet
Horizontal: 0.0 : mm Vertical: 0.0 = mm
Preview Rotate I Eﬂ‘ectl
PET i@ oo [] Mirror
(7 90e [ inverse
(7 180°
2700 Scale: 100 == g
=]
Copies: 1 =
: Advanced
[T reverse Print Order
[ oK ] I Cancel Apply
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® Click on “Paper Name”.

Paper

Paper Mame: | Custom{48.0mm * 297.0mm} b
42mm * 3275mm

Lt = =Sy

e Click on "Manager", add or delete paper.

F

Custorn Paper Manager @

Custom Paper List
Delete

Custom Paper Options

Paper Width:  10.0 =| [10.0-800.0mm]

Faper Length: 10.0 = [10.0-3275.0 mm ]

i Cancel

e Set direction of paper

Offset

Haorizontal: 0.0 = mm Vertical: 0.0 : | mim
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o Click on "Advanced" to set "Save Paper", "Feed Paper", "Cash Drawer", "Custom Command",
"Logo", "Buzzer", and "Code Page".

= Save Paper

Advanced Setting

. e— i —

Logo I Buzzer | Code Page
save Paper | Feed Paper Cash Drawer | Custom Command
7 Mone i@ Bottom
(1 Top (7 Top Bottom
i Scale

| ok || cancl
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= Feed Paper

&

Advanced Setting

o c— i —

Logo I Buzzer I Code Page
Save Paper Feed Paper | Cash Drawer | Custom Command

Feed When: [Nnne "’]

Feed Distance:  g.q = | mm

| ok || cancel

L =

Feed Distance: 0/5/10/15/20mm (End Document)
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®» Cash Drawer

r Advanced Setting

i —
Logo I Buzzer I Code Page
Save Paper I Feed Paper | Cash Drawer | Custom Command
Pulse 225 . : . wRms
Cash Drawer 1 (2PIN): [Nune T]
Cash Drawer 2 (SPIM): [None - ]

[ ok || cancl

= Custom Command

thvanced Setting
i l— i —
Logo I Buzzer | Code Page |
Save Paper | Feed Paper | Cash Drawer | Custom Command
Send When: [Sbrt Document v]
-
[ ok || cancl
L —
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= Logo

I Advanced Setting

| Save Paper I Feed Paper | Cash Drawer

| Custom Command
Logo Buzzer | Code Page
Print When: [Siﬁrt Diocument b
Position key Code
@ Left
i) Center
() Right LUTRR YT

[_ Ok J [ Cancel

L = —

A Note: this setting need to be set in utility, here are the steps.

@ Open the utility and click "Manage Images".

Printer List:

TP585L | USB | TP5BSL | ‘ Add Printer

‘ Modify Printer ‘

| Connection Test |

‘ Printer Test ... ‘ ‘ Command Test ‘
H Manage Images l| :::::.' ~ : _ _ - '

“ode Page Setting ‘ Download Fonts ‘
‘ Parameter Setting ‘ ‘ Advanced Settings ... ‘
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@ Click “Download”.

Image List:

Prnt Aignment v |

Download(D). .

Prirt{P}

Delete ImagelE)

Delete All Images

Refresh(R)

@ Click "Add" to add a logo. (BMP format is recommended)

- Download image “

Downdoad image

Select File (F): Add(A) ] [ Delete ) ]

Print preview

a:lUse the file order W of the ima

image 85 @& built—in printer image number Image space € \0fB

*;‘_Download mode of & @ Frint image after download is completed |Frint Alignment
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@ Select the print location, and then click "Download mode of G". (Such as: left print)

g«;. Download mode of G Print image after download is completed

Certre
Right

Download image

Select File(F): Add A ] [ Delete (D)

: ; :
wangyuxl ang\Desktop

\pilcture, bmp

C:4zers

Note:Use the file order NO. of the image as 8 built—in printer image number. (Image ‘space <

‘ f—;;]]nwnlnad mode of @Print image after download iz completed |[Frint Alignment =

@ Return to image list to view the image number.

A Note: each time click "Download mode of G", an image list number will be generated.

e O g —

Image List:

00 [F‘rlnt Alignment "]

Download(D)...

Prirt(P)

Delete Image(E)

Delete All Images
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@ Select “Printer properties” in Devices and Printers, then click “Preference”.

7

‘-d See what's printing
'@ v Set as default printer
L Printing preferences
Printer properties
Create shortcut
Troubleshoot
Remove device
katus: 0 g
Properties
i TPSB5L Properties X
General |Sharing | Ports | Advanced | Color Management I Security I About |
=) P585L
Location:
Comment:
I Model: TP585L
Features
| Color: Ne Paper available:
! Double-sided: Mo Custom a
Staple: No 48mm * 297mm
48mm * 420mm
Speed: Unknown 48mm * 3276mm
Maxirnum resclution: 203 dpi k]
I Preferences... II Print Test Page ]
I | ok || Cancel Appi
]
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@ Click the “Advanced”, then click “Logo”.

Eég TP585L Printing Preferences : 2
Page | Watermark | Halftone | Printer Setting I Barcode | About|
Paper
Paper Mame: [Custom{q#a.nmm * 297.0mm}) T]
Offset
Horizontal: 0.0 o I' mm Vertical: 0.0 = mm
Preview Rotate Effect
PRT i@ e [ Mirror

i9ge [ inverse

.'::. 180% -

i Scale: 100 =

{ 2 Y E;PDD | = %
Copies
Copies: 1 =]

: Advanced \I

[| Reverse Print Order

| Save Paper | Feed Paper | Cash Drawer I Custom Command
Logo | Buzzer | Code Page
Print When: ISErt Documernt -
[
Paosition Key Code
@ Left
(71 Center

© Right NUL w| o v |

| o || conel
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Set the printing time to print and click "OK". (Such as: Start Document)

Print When: Start Document =
Start Document
Position Start Page
End Page
@ Left End Document
(7 Center
©) Right (XTSI (TR

@ Return to the logo setting in driver, also select "Print left".

Print When: Start Document -
Hositon Key Code

@ Left

71 Center

© Right NUL | [

Set the key Code according to the image number. (Such as: 0 0)

Key Code

|Print Alignment |

‘ Download(D)... ‘
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@ Then click “OK”.

= TP385L Printing Preferences | 2

Page |\Watermark | Halftone I Printer Setting | Barcode | Abuut|

|
rﬁ.dvan-:ed Setting w1

| Save Paper | Feed Paper | Cash Drawer | Custom Command
Logo | Buzzer | Code Page
Print When: [Siart Document -
Position Key Code
@ Left 43 43
71 Center
1 Right 0 = ] [U &
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@ Click “Print Test Page” to view the printing effect.

— .
@ TPS85L Properties o]

General |5haring | Ports | Advanced | Color Management |Securit'_f | Ahout |
I L4
% TP5B5L
Location:
Comment:
I Model: TP585L
Features
Color: No Paper available:
I Double-sided: Mo Custom "
Staple: No 48mm * 297mm
48rmm * 420mm
Speed: Unknown 48mm * 3276mm
Maximum resclution: 203 dpi >
[ Preferences... ] Print Test Page I]

77



HPRT TP585L User Manual

"= Buzzer

Advanced Setting ﬁ

A —
Save Paper I Feed Paper I Cash Drawer | Custom Command
Loga | Buzzer | Code Page
BeepWhen:  |start Document -
Buzzer Style Buzzer Options
= 3 Times: o =
(@) Builtin s
Tone: 0.0 =| sec
71 External —
Interval: 0.0 2/ sec
Buzzer OM/OFF
Buzzer (M) Buzzer(OFF)
| ok || concel |

= -

F B
Advanced Setting ﬁ

e, e —

Save Paper | Feed Paper | Cash Drawer | Custom Command
Logo | Buzzer | Code Page

Beep When: lE&artDm.ment vi

Buzzer Style Start Document

Start Page
@ Built End Page
. End Document
- Tones o = e
() External )
Interval: 0.0 = sec
Buzzer OM/OFF
Buzzer{OM) Buzzer{OFF)

[ oK ] I Cancel

— =S 4

Buzzer times: 0/1/2/3/4/5
Buzzer Duration: 0.0/0.5/1/1.5/2/2.5/3.0 Sec

Buzzer Interval: 0.0/0.5/1/1.5/2/2.5/3.0 Sec

A Note: This setting must be operated in Utility.
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=Code Page

Advanced Setting M 1

i —

Save Paper | Feed Paper Cash Drawer I Custom Command |
Loga | Buzzer | Code Page

CodeFage:

Katakana B
PCE50(Multlingual)
PCE60{Portuguesse)
PC8563(Canadian)
PCB65(Mordic)
PC857(Turkish)
PC737(Greek)
1S08359-7{Greek)
WPC1252
PCaEE(Cyrilic £2)
PCA52{Latin 2)
PC858(Euro)
KLI42(Thai)
TIS11{Thai) oK ] [ Cancel
i - = TI518(Thai) =

m
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3) Click "Watermark". Set watermark to print.

=y TP585L Printing Preferences
- e

e

Watermark |Hal1‘tone IF‘rinter Setting | Barcode I Abuut|

[ watermark
Path:

Prewview

Size

Density

Horizontal

i Left
@ Center

(™) Right

Vertical
© Tep
@ Center

(7 Bottom
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4) Click "Halftone" to set the halftone.

' N
= TP285L Printing Preferences [-EE-J
S
.E.F‘age | watermark .. Halftane :_F'rinter Setting ;.Barcuden.ﬁ.buut.
Halftone
‘:m
. @ Mone
Disperse
Cluster

Error Diffusion

Brightness
Light 0 Dark

l Ok H Cancel | ApiC
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5) Set up the "Barcode"
Assuming the font type of the main document is "ltalics", if you want to convert the data

"123456"to the barcode printing, the steps are as follows:

® Sets the data "123456" font type to a different font from the main document. Such as: Arial.

01 - Notepad =REsR
File Edit | Format | View Help

123456 Word Wrap .

ont...

Calibri L4
Cambria

Cambria Math
Candara

Comic Sans M5 -
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e Open the Preference.

If the document is open, you can set it in the document: file-print-preferences.

File | Edit Format View Help

Mew Ctrl+M #
Open... Ctrl+0
Save Ctrl+5
Save As...
Page Setup...
IPrint... Ctrl+P I
Exit
] b
o= Bl 7 P
fe Print =)
' General |
Select Printer
e TP5E5L
] 1 | »
Status: Ready [ Print to file
Location:
Comment:
Page Range
@ Al Number of copies: 1 =
Selection Current Page
Pages: . | |Collate S g Y
: 111 22/ 313!
[ Prirt ] [ Cancel ] Apply
[ 4
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@ Add Barcode firstly.

7= Printing Preferences .
! Paper | Watermark I Halftone I Printer Setting | Barcode .ﬁ.buutl
Mame Symbology
|[ Add Barcode I][ Edit Barcode ][ Delete Barcode ]
[ Ok ] [ Cancel ]

84



HPRT TP585L User Manual

@ Set the "Font Name" and the "Barcode Option".

Barcode Setting @
Font
:
Font Mame: 01
Barcode Options T
Symbology: ICndeSg vI
3
* | width: |Auto(3) ~ | HRIPosition: |Below Bars v
Height: | Auto(162) - HRI Font: -
Orentation: |0
Symbology Options
Model: | ALt Cols: | Auto{d)
Error Correction: | auto Rows: | Auto(D)
| ok | | cancel |

I Paper I Watermark I Halftone I Printer Setting | Barcode | about |

Mame Symbology
o1 Code39
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@ Click the "Printer Setting".

® Choose the "Display Language for Properties"

(= Printing Preferences

Ex=)

| Paper | VWatermark | Halftone | Printer Seting | Barcode | About

Display Language for Properties

English

Chinese-Simplified
0Nt Jzpanese

i) Eanble i@ Disable
System Font Substitution Font =+
Marlett E =
Arial
Arabic Transparent ML i
Arial Baltic 2
‘ .| === Hi [ » Set

| ok || canel
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e Turn on the "Font Substitution", select the system text need to be replaced (for example,
Arial), and then select the font you want to replace (for example, 01) and click Settings, and the
replacement font will display "01".

the steps are as follows:

ot Printing Preferences
i Paper I Watermark I Halftone | Printer Setfing | Barcode I .ﬁ.buutl

Display Language for Properties

[English v]
Font Substitution
@ Eanble ) Disable
System Font Substitution Font * | | Aral
Marlett L4 oz
Arial
Arabic Transparent NULL X
Arial Baltic 2
‘ .:_ - 1l [ » Sat

[ K. J | Cancel
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(= Printing Preferences

X
| Paper I Watermark I Halftone | Printer Setting |Bar::ode | About

Display Language for Properties

|English -
Font Substitution

@) Eanble (7 Disable
1. System Font Substitution Font * Arial

Marlett L4 -

Arabic Transparen B b

Arial Baltic

-
4 | m [ ¥ Set
| ok || cancel
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/= Printing Preferences

| Paper I Watermark I Halftone | Printer Setting | Barcode I Abaout

Display Language for Properties

|Engiish

z)

Font Substitution

@) Eanble

(7 Disable

System Font

Marlett

Arial

Arabic Transparent
Arial Baltic

‘ [ i

Substitution Font * | | A3l

System Font

Marlett

Arial

Arabic Transparent
Arial Baltic

‘ | 1]

Substitution Font = | | Arial
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| Paper | Watermark | Halftone | Printer Setting | Barcode | About |

Display Language for Properties

[Engish =)

Font Substitution
i@ Eanble ) Disable

System Font Substitution Font * E_.-?-.rial

Marlett |:| 2

Arabic Transparent

Arial Baltic .

e n B et ]

Cancel
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® If you do not have a barcode set, the action is as follows:

@ Suppose you change the size of the data "123456", for example:

Font
Font: Font style:
A rial Bold
AN - | Regular z
Calibri LA italic
Cambria
Cambria Math Bold Italic
Candara Black
Comic Sans M5 ~ | |Black Obligue -

@ Set the Printing preferences.

-

= T z :
Print
o - )
General |
Select Printer
fi TP585L
F] mn [ ®
Status: Ready [ Prnttofie | Preferences |
Location:
Comment:
Page Range
i@ Al Mumber of copies: 1 :
Selection Cument Page
Pages: - - | |Collate | | 1
_ﬂl.- _2!_2_I _3].3_|
i Prirt ] [ Cancel ] Apphy
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@ Click the "Printer Setting".

® Choose the "Display Language for Properties".

. Eﬁl ﬁﬁﬁting Preferences .
| Paper | VWatermark | Halftone | Printer Seting | Barcode | About

Display Language for Properties

English -

Chinese-Simplified
0Nt Jzpanese

i) Eanble i@ Disable

System Font Substitution Font =+
(4

Marlett = o
Arial

Arabic Transparent
Arial Baltic

1 | Hi [ » Set

[ Ok J [ Cancel

@ Turn on the "Font Substitution".
Font Substitution

(@ Eanble () Disable
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@ Select the "System Font", for example: Arial.

(= Printing Preferences

==}

| Paper I Watermark I Halftane | Printer Setting | Barcode I About

Display Language for Properties

|Engiish

%

Font Substitution
(@) Eanble (7 Disable
1. System Font Substitution Font * | | A7zl
Marlett L4 -
Arabic Transparent] ML L
A&rial Baltic ot
4| it | * Set

Ok ] [ Cancel
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@ Select the font to that you want to replace.

@A Printing Preferences

| Paper I YWatermark I Halftone | Printer Setting |Barmde I Abnutl

Display Language for Properties

|English i
Font Substitution
@) Eanble (7 Disable
System Font Substitution Font * | | Al
(N
Marlett 3 e
Arial

Arabic Transparent

Arial Balti MULL
A !a. ,.,El Z * || FontA
Al m |

[ ok || cancel

@ Click "Set".

i Printing Preferences

| Paper I Watermark I Halftone | Printer Setting |Ear::ode I Abuut|

Display Language for Properties

|Engiish -

Font Substitution

i@ Eanble () Disable

System Font Substitution Font = | | A2
Marlett L
Arial

Arabic Transparent

Arial Baltic

1 | 18 | » Set
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Eé:] Printing Preferences
! Paper | Watermark | Halftore ! Printer 5etiing | Barcode | About

Display Language for Properties

|Engiish =

Font Substitution
@ Eanble (") Disable

System Font Substitution Font | | Arial

Marlett |4 o

Arial FontA

Arabic Transparent

Arial Baltic )

A E— |

K ] [ Cancel

123456
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9.5.2 Printer properties

1) Click "Start"—=>"Devices and Printers". Right click "TP585L" and choose "Printer properties".

7
See what's printing

' -‘ v Set as default printer

TP Printing preferences

Printer properties

Create shortcut

Troubleshoot

Remove device

tatus: 0 d Properties

2) Choose "General", click on "Print Test Page", then it will print the current settings.

L = -
) TPS85L Properties o]
General |5haring | Ports | Advanced | Color Management I Security | Abhout |
|,
-~
Location:
Comment:
Model: TP585L
Features
Color: No Paper available:
Double-sided: Mo Custom "
Staple: No 48mm * 297mm
48mm * 420mm
Speed: Unknown 48mm * 3276mm
Maximum resclution: 203 dpi >
[ Preferences... ” Print Test Page ]
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3) Set the "Ports"

B Y
@) TP585L Properties S

| General I Sharing | Ports |M\ranced Color Management | Security | About |

' ‘ﬂﬁ TP585L

Print to the following port(s). Documents will print to the first free
checked port.

Port Description Printer

[ LPT3: Printer Port LI
[7] comi:  Serial Port
[l com2:  Serial Port
I [7] COM3:  Serial Port

[7] comd:  Serial Port e
[T FILE: Print to File

UsSB001  Virtual printer port for... TP385L -

[ Add Port... l ’ Delete Port ] ’ Configure Port... ]

m

[7] Enable bidirectional support

[] Enable printer pooling

4) Click "Advanced" to set the printing time.
"%y TPSBSL Properties =

| General | Sharing I Ports | Advanced | Color Management I Security | About |

l @ Always available

(%) Ayailable from 12:00 AM To 12:00 AM B
Priority: 1 :
Driver: TPS85L v” Mew Driver...

(@ Spool print documents so program finishes printing faster
() Start printing after last page is spooled
I (@) Start printing immediately

() Print directly to the printer

[TTHeld mismatched documents
Print spocled documents first

[T Keep printed documents

Enable advanced printing features

[ Printing Defaults... ] l Print Processor.., l l Separator Page.., ]

[. OK J [ Cancel Bpply
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9.6 Uninstall Windows Driver

1) Double click Windows Driver.

2) Choose "Uninstall printer driver", then click "Next".

select operation of install
Please select the operation as you need.

™) Install printer driver

Please connect your printer to the PC and turn it an.

@ Uninstall printer driver
Uninstall the printer driver and companents which printer selected.

3) Choose "TP585L", then click "Next".

Uninstall printer driver
Please select the printer driver name needed to uninstall.

[7] Delete all printer drivers and its components
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10 DOWNLOADS

1) Open the website of HPRT: http://www.hprt.com/

2) Choose “DOWNLOADS”, and choose “TP585L” for product model, then click “Download” to

download what you need.

== B
L @“}] https/fwwwr.hprt.com/Downloads.html - O || == P~ | i ok T
[&] hprt.com x

PRODUCT DOWNLOADS SOLUTIONS CONTACT ABOUT

Al TYPE v All SYSTEM

I

= User Manual for TP985 Manual - Rev.1.0
= Bluetooth Manual for TP585| Manual : Rev.15
= Pos App ( Parameter Setting Tool for TP series POS printer ) Utility Android V10105
= Windows ESC Drivers for TP585L Drivers Windows v2716
= Windows Utility for TP5851 Utility Windows V12327
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ATTACHMENT 1

EC DECLARATION OF CONFORMITY

Manufacturer certifies that the following designated product

HPRT TP585L

Type of product

Direct Thermal Line Printing

It is in conformity with the standards

Test standard information
Under the Council Directive: (LVD) Directive 2014/35/EU relating fo electrical
equipment designed for use within Low Voltage Directive.
EN 62368-1:2014+A11:2017
Under the Council Directive: (EMC) Directive 2014/30/EU relating to Electro
Magnetic Compatibility.
EN 55032: 2015+AC:2016
EN 55035: 2017
EN 61000-3-2: 2014
EN 61000-3-3: 2013

We declare herewith that as a result of the manner in which the device designated above
was designed, the type of construction and the devices which, as a result have been brought
on tothe general market comply with the relevant fundamental regulations of the EC Rules for
Safety. And we declare herewith the above mentioned model is conformity with Directive
2014/30/EU and 2014/35/EU. In the event of any alteration which has not been approved by
us being made to any device as designated above, this statement shall thereby be made
invalid.

The declaration is sole responsibility of the manufacturer

NWame of manufacturer
HPRT
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ATTACHMENT 2

FCC WARNING
This device complies with part 15 of the FCC Rules. Operation is subject to the following two
conditions: (1) this device may not cause harmful interference, and (2) this device must accept
any interference received, including interference that may cause undesired operation.
Any changes or modifications not expressly approved by the party responsible for compliance
could void the user's authority to operate the equipment.
NOTE: This equipment has been tested and found to comply with the limits for a Clas
s A digital device, pursuant to part 15 of the FCC Rules. These limits are designed to
provide reasonable protection against harmful interference when the equipment is oper
ated in a commercial environment. This equipment generates, uses, and can radiate ra
dio frequency energy and, if not installed and used in accordance with the instruction
manual, may cause harmful interference to radio communications. Operation of this eq
uipment in a residential area is likely to cause harmful interference in which case the
user will be required to correct the interference at his own expense.
-- Reorient or relocate the receiving antenna.
-- Increase the separation between the equipment and receiver.
-- Connect the equipment into an outlet on a circuit different

from that to which the receiver is connected.
-- Consult the dealer or an experienced radio/TV technician for help.
To maintain compliance with FCC’s RF Exposure guidelines, This equipment should be installed
and operated with minimum distance between 20cm the radiator your body: Use only the

supplied antenna.
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